










Fitted directly to the telescope in place of a conventional viewing eyepiece, the CMOS Wireless
Telecam transmits high magnification real-time images from HR, ES & GS ‘scopes directly to a
TV or PC Notebook fitted with an analogue TV card. As such it provides the opportunity to
show real-time footage to groups in public spaces as well as offering the visually impaired an
easier way of viewing through a telescope. 

The unit features cable or wireless connection for flexibility in the positioning of the telescope
in a hide or viewing area. Images relayed to a TV can be recorded directly to video while images
relayed to a PC can be recorded if the TV card supports this option. Please contact us for more
information.

CMOS WIRELESS TELECAM

The Opticron Universal Tele-Adapter enables you
to increase the magnification of your Opticron
binocular or telescope+eyepiece combination by
a factor of 2.5x. Easily fitted to a binocular, the
UTA converts one half of the instrument into a
higher powered long eyerelief monocular. The UTA
also connects to Opticron SDL, HDF, HR, IS and
MM2 eyepieces.

Featuring a long eyerelief eyepiece for use with or without
spectacles and fitted with a twist type retractable eyecup, the UTA
can be used with a wide range of binoculars with different
eyepiece diameters as it is supplied as two separate components:
i. 2.5x adapter complete with optical assembly
ii. connection ring to fit over the eyepiece

See Table below for connectivity within the Opticron range.
UTA fitted with 40947 connector: Height 76mm. Diameter 46mm. Weight 110g
(varies slightly for other connection rings)

1. POST 2002 MODELS ONLY    2. PHONE FOR DETAILS    3. USE WITH EYECUP IN FOLD DOWN POSITION
For information on suitable connection rings for other Opticron binoculars and telescope eyepieces please contact us on 01582 726522.

UNIVERSAL TELE-ADAPTER (UTA)
2.5x FOR BINOCULARS & TELESCOPES

40941
42.5~41.3

Aurora BGA
DBA Oasis

BGA Classic
Oregon LE WP
Observation1

40943 cont.
44.3

Verano BGA PC
Oasis

Discovery WP PC
(42mm)

Trailfinder II
Aspheric WA
HDF T 40809
HDF T 40858
HDF T 40810
HR2 40933

40944
40

HR WP
Traveller
Vega II

Oregon 20x802

Oregon LER3

IS 40916S
IS 40918S

HR2 40930
HR2 40931
HR2 40932

40945
34.6

SR.GA
(Fixed magnification)

40946
33.3

HDF 40859
HDF 40860
HDF 40861
HR 40812

MM 40903M

40947

(40940+40947
coded as 30442)

DBA Mono
BGA Mono

40948
50~49.5

HDF T 40862
IS 40919S+
R/E 40862T

40949
52.5~51.26

SDL 40935

Code
Internal dia. (mm)

Connection rings 
to fit 40940 UTA 
to Opticron
Binoculars,
Monoculars and
Telescope
eyepieces
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The Tracker 660 is a high quality, easy-to-use eye
safe Laser Rangefinder designed for a range of
outdoor activities such as golf, hunting, site

surveying, walking and rambling. A precision
instrument it provides accurate measurements of
speed and distance up to a range of 700 metres.

The unit also doubles as a 6x23 monocular with a
7˚ field of view.

Designed for easy one hand operation, the lightweight body (185g) is shaped to fit
comfortably into the palm and is covered in a protective gloss black finish.

Model supplied in a soft carry case with neck & shoulder strap, CR2 Lithium battery, lens cloth and 2 year limited warranty.

TRACKER 660
Ready

Range

Quality >>>>
110 m

Naked eye 8x Binocular 8x Binocular with 2.5x 
Tele-Adapter giving 20x

magnification

40942
42~41.3

C/Man BGA T PC
Imagic TGA WP

Mono 8x30
Mono 8x32LE
Oregon 15x70

40943
44.3

Imagic BGA SE
Explorer BGA



TRIPODS & ACCESSORIES

42625 Traveller Carbon Fibre v3

As 42625 but fitted with 42637 Manfrotto
701HDV 2-way composite fluid panhead.
Suited for use with ES 80/100 and HR 80
telescopes. 

Specifications and features include: 
• Maximum load rating 4kg 
• +15mm to -15mm sliding top plate for

accurate balancing of equipment
• Integral quick release plate (1/4” & 3/8”

fittings) included
• Usable height without raising centre 

column 1375mm (54”)
• Height extended: 1675mm (66”)1

• Height retracted: 25˚ - 650mm (25 1/2”)1,
60˚ - 530mm (21”)1, 85˚ - 415mm 
(16 1/2”)1

• Weight: 2142g
• 5 year guarantee
1 inch conversions are approximate

Compact and lightweight carbon fibre tripod designed for use with fieldscopes to 80mm
OG, photo and video equipment. Model comes complete with lightweight 42800
magnesium panhead and 42607 tripod strap connector. Main features include:
• 3 section carbon fibre tubular legs giving a usable height without raising centre

column of 1365mm (53 3/4”)1 for
maximum panning stability

• 42800 3-way magnesium panhead with
360˚ panning and +90˚ to -60˚ tilt plus 90˚
side tilt for use with telescopes not fitted
with rotating tripod sleeves. Panhead also
features QR plate side locking screw for
extra rigidity

• Integral quick release plate (1/4” thread)
with locating pin

• 300mm sliding c/column with collar lock
• Twist-type leg locks and rubber/spiked feet
• Level indicator on canopy
• Leg angles: 25˚, 60˚, 85˚
• Height extended: 1665mm (65 1/2”)1

• Height retracted: 25˚ - 640mm (25 1/4”)1,
60˚ - 520mm (20 1/2”)1, 85˚ - 405mm
(16”)1

• Weight: 1834g
• 5 year guarantee
1 inch conversions are approximate

42637 701HDV Composite Panhead (inc)2

A Panhandle 
B Sliding QR plate locking screw
C Vertical movement locking screw
D Sliding QR plate (1/4”, 3/8”) with

locating pin (removable)
E QR plate release button
F Horizontal panning locking screw
G Centre column

locking screw
H 300mm sliding

centre column
I Foam hand grip

2 This panhead is also 
available separately

H

B
E

C
A

D

G

I

42607 Tripod Strap
Connector (included)
designed for use with 40505 
& 40506 Tripod Straps

42800 Magnesium Panhead (inc)2

A Locking screw for 90º side tilt
B Vertical movement locking handle
C Integral quick release plate (1/4”)

with locating pin (removable)
D QR plate side locking screw
E Locking screw for horizontal panning
F Centre column locking screw
G 300mm sliding

centre column 
H Foam hand grip

2 This panhead is also 
available separately

G

H

B
E

CA

D

F
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As 42625 but w/o panhead
• Height extended: 1580mm (62 1/4”)1

• Height retracted:
25˚ - 555mm (21 3/4”)1

60˚ - 435mm (17”)1

85˚ - 320mm (12 1/2”)1

• Weight: 1310g
1 inch conversions are approximate

F

42636 Traveller Carbon Fibre Pro v3

42626 Traveller Carbon Fibre v3 Tripod Harness

40507 Simple
design in nylon
and leather c/w 3
loop fasteners and
belt clip. Doubles
as a standard
carry strap.580mm

93
m

m
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TRIPODS & ACCESSORIES

40505
40mm nylon with loop

fasteners

40506
55mm neoprene

with loop fasteners
and 25mm
webbing

As 42804 but fitted with 42637 Manfrotto
701HDV 2-way composite fluid panhead.
Suited for use with ES 80/100 and HR 80
telescopes. 

Specifications and features include:
• Maximum load rating 4kg 
• +15mm to -15mm sliding top plate for

accurate balancing of equipment
• Integral quick release plate (1/4” & 3/8”

fittings) included
• Usable height without raising centre 

column 1420mm (56”)
• Height extended: 1720mm (67 3/4”)1

• Height retracted: 660mm (26”)1

• Weight: 2488g
1 inch conversions are approximate

Lightweight, rigid tripod designed for use with fieldscopes, photo & video equipment.
Model comes with sliding removable centre column for simple conversion to a hide
mount using 42611 clamp (see page 50).  Supplied with 42800 magnesium panhead
and 42607 tripod strap connector. Main features include:
• Extended 3 section tubular legs giving a

usable height without raising centre
column of 1410mm (55 1/2”)1 for panning
stability at high magnifications

• 42800 3-way magnesium panhead with
360º panning and +90º to -60º tilt plus 90º
side tilt for use with telescopes not fitted
with rotating tripod sleeves. Panhead also
features QR plate side locking screw for
extra rigidity

• Integral quick release plate (1/4” thread)
with locating pin

• 300mm centre column
• Clip-type leg locks and rubber feet
• Height extended: 1710mm (67 1/4”)1

• Height retracted: 650mm (25 1/2”)1

• Weight: 2180g
• 5 year guarantee
1 inch conversions are approximate

42637 701HDV Composite Panhead (inc)2

A Panhandle 
B Sliding QR plate locking screw
C Vertical movement locking screw
D Sliding QR plate (1/4”, 3/8”) with

locating pin (removable)
E QR plate release button
F Horizontal panning locking screw
G Centre column

collar lock
H 300mm sliding

centre column
with stability ring

I Foam hand grip

2 This panhead is also 
available separately

H

G

I

42607 Tripod Strap
Connector (included)
designed for use with 40505 
& 40506 Tripod Straps

42800 Magnesium Panhead (inc)2

A Vertical movement locking handle 
B Locking screw for 90º side tilt
C Integral quick release plate (1/4”)

with locating pin (removable)
D QR plate side locking screw
E Locking screw for horizontal panning
F Centre column collar lock
G 300mm sliding

centre column
with stability ring

H Foam hand grip

2 This panhead is also 
available separately

G

B

E

C

A

D

F

H

B E

C

A

D

F

As 42804 but w/o panhead
• Height extended 1625mm (64”)1

• Height retracted 565mm 
(22 1/4”)1

• Weight 1656g
1 inch conversions are approximate

42804 Birdwatcher’s 

42831 Birdwatcher’s Pro 

Tripod Straps 42604L Birdwatcher’s 
(Canopy, legs and centre column only)
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MOUNTS

42100 Monopod
All purpose monopod support for use with
lightweight fieldscopes, photo & video equipment. 
4 section extendable with twisting leg lock system
• Height extended 1470mm (58”)
• Height retracted 470mm (18 1/2”)
• Integral 1/4” thread allowing connection to

42800 panhead or a panhead of your choice
• Durable foam hand grip
• Wrist strap
• Rubber foot
• Weight 695g
• 5 year guarantee

40501 Universal Mount
Designed to clamp horizontally or 
vertically onto a wide range of objects.
• 2-way one lever operated panhead

with integral 1/4” thread 
• Maximum panning height 80mm
• Maximum jaw width 45mm
• Optional quick release plate & shoe
• Dim (mm) 210x60x70
• Weight 597g
• 5 year guarantee

40502 Car Window Mount
• 2-way one lever operated panhead

with integral 1/4” thread
• Maximum panning height 80mm
• Protective rubber jaw pads
• Optional quick release plate & shoe
• Dim (mm) 205x60x85
• Weight 555g
• 5 year guarantee

40503 Universal II - Hide Mount
Lightweight bench clamp with 400mm
extension pole.
• 2-way one lever operated panhead

with integral 1/4” thread
• Maximum panning height 450mm
• Maximum jaw width 45mm
• Optional quick release plate & shoe
• Dim (mm) 450x60x95
• Weight 845g
• 5 year guarantee

Lightweight rigid bipod manufactured from aluminium and
finished in matt black. 

Main assembly folds out rigid without any need for locking
to a height of 225mm (8 3/4”) and collapses back quickly
and easily. Centre column allows for height adjustments
between ground level and 470mm (18 1/2”) with 1/4” screw
thread connection to either a telescope tripod mount, cradle
or ball and socket panhead. 

With a footprint measuring just 30cmx30cmx43cm, the
bipod is equally at home on a table or bench where the
270mm extension pole extends maximum height to 740mm
(29”). Guarantee 5 years. Weight c/w extension pole 1502g

40316 Ball & Socket Panhead 
Designed for use with
40314 bipod and
spottingscopes without
rotating tripod sleeves.
Height 76mm
Weight 107g

Note. 40314 Bipod & Carry ball +
40316 Ball & socket head are
available as a kit. 
Product code 40315

model shown without
extension pole

42605 BC-2 Hide Clamp
Lightweight & rigid bench clamp support specially designed
for use with fieldscopes, photo & video equipment.
Features include:
• 42800 3-way magnesium panhead with 360º panning and

+90º to -60º tilt plus 90º side tilt for use with telescopes
not fitted with rotating tripod sleeves 

• Integral QR plate with 1/4” thread and removable locking
pin 

• QR plate side locking screw for extra rigidity
• 500mm sliding centre column adjustment
• Maximum jaw width 45mm
• Maximum height extended 510mm (20”)1

• Minimum height retracted 90mm (3 1/2”)1

• Weight 960g
• 5 year guarantee
1 inch conversions are approximate

42610 BC-2 Clamp &
500mm centre column
(as 42605 but w/o panhead)
Combines with 42800
panhead to convert to a
hide clamp.
Weight 436g
5 year guarantee

42611 BC-2 Clamp
Fits directly onto tripod
centre column to
convert to a hide clamp.
Supplied complete with
ø21/22mm, 23/24mm
and ø25/26mm reducer
sleeves. Weight 267g
5 year guarantee

BC-2 Clamping System

Mounts

40314 Bipod & Carry Ball



ACCESSORIES

Stay-on-the-scope waterproof in Black
Water resistant multi-layer padded cases individually
designed to fit and protect each model whilst connected
to a tripod/clamp and in use. All models include
removable end caps and adjustable padded carry strap. 

Available for: GS, ES 80, IS WP and MM2 models.

Stay-on-the-scope waterproof in Khaki Green
As Black models but featuring a zippered prism housing
section providing easier access when changing eyepieces,
focus flap retention stud allowing better access to the
focus wheel plus deluxe neoprene carry strap for extra
comfort.

Currently available for
HR ED, GS 665/45, GS
815/45 & ES models.

‘L’ Shape
A 31026 Compacts

to 30mm OG
B 31004 Small

to 50mm OG
C 31022 DCF/BGA

roof prism models
D 31005 Large

over 50mm OG

31006
Centre Focus
Secures over
focus shaft

31012
BGA Roof Prism
For use with BGA
roof prism models

A B C D Available in leather or vinyl
Quote model when ordering

Binoculars Plastic
31025 Int ø to 37mm
31020 Int ø to 43mm

31028 Int ø to 45.5mm

51

Leather and nylon
c/w quick release

Lanyards are fully adjustable and
feature loop fasteners
Models from top down:
31000 16mm nylon 

(compact binoculars)
29009 14mm neoprene (monoculars)
29010 16mm neoprene 

(compact binoculars)
31001 wide nylon (binoculars)
29014 30mm neoprene (binoculars)
29011 40mm neoprene (binoculars)
31002 40mm ribbed edge neoprene

bungee (binoculars)

Rubber Objective Lens Covers
31031 for 32mm OG
31023 for 42mm OG
31024 for 50mm OG

31021 Compact
Binoculars Plastic

Int ø to 34mm

Traveller
Semi rigid padded case
manufactured from water resistant
material with central zip fastener,
adjustable straps and loop
attachments to carry a tripod. 
Two sizes;
40847 60-70mm OG. 
Int. dim: 420x150~100x60mm
40848 75-80mm OG. 
Int. dim: 470x190~110x80mm

30277
20x20cm superior
quality cloth for high
performance cleaning
of external lenses.
Supplied in
protective pouch.

Binocular Tripod Mounts Binocular Cases

Binocular & Monocular Lanyards

Telescope Cases

Binocular Rainguards & Objective Lens Covers

31018 Harness

Microfibre Cleaning Cloth



Postal Address: PO Box 370, Luton, Bedfordshire, LU4 8YR, UK
Office Address: Unit 21, Titan Court, Laporte Way, Luton, Bedfordshire, LU4 8EF, UK
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Email: sales@opticron.co.uk • Website: www.opticron.co.uk
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